
MODEL: MP-3PV,MP-3PAMODEL: MP-3PV,MP-3PA

TAIWAN MARINE / TPI KOREA

Order Code

MP-3PV,MP-3PA -
Input
V AC0-600V

   A1 AC0-1A
   A5 AC0-5A
   AS AC0-10A
   O Option
   Power Supply
   1 AC115/230V,50/60Hz
   2 DC48V
   3 DC110V
   4 DC125V
  O Option
  Interface
  1 RS-485
  N None

Display:
Max.display:
Over range Indication:
Conversion Rate:
Decimal Point:

Input:
Input Frequency:
Output:
Accuracy:
Operation temp.:
Storage temp.:
Power Supply:

Power consumption:
DielectricStrength:
Insulation Resistance:
Dimensions:

Red LED 0.56" high   
4 Digits (9999)  
oFL/doFL    
16 cycles / sec.
Settable to any digit positionby front
Setting functioncontents    
Voltage 0600V, Current 05A   
45~65HZ   
RS-485 (Modbus)
0.25%FS.1digit (235)o 
0~60C/ Below 80% R.H.o  
-10~70C/ Below 70% R.H.  
AC115/230V, 50/60Hz  
DC48,110,125V   
Approx. 6VA   
AC2000V/1min )input/Power)  
Morethan 100m at 500VDC   
144(W)x144(H)x100(D)mm

3PHASE VOLTAGE / CURRENT METER3PHASE VOLTAGE / CURRENT METER

Address:0~255
Baudrate:19200,9600,4800,2400,1200
Frame:N.8.1 or N.8.2, even, odd
Protocol:Modbus RTU Mode

80137.4

Cut out & Diemension (mm)

RS-485 interface (option)

SPECIFICATIONS

Connection Diagram

MP-3PV  3Phase    VoltageMeter(WithHZ)
MP-3PA  3 Phase Current Meter (WithN)

MP-3PA

Features
Fullscale rate  free setting

Case 144x144mm
RS-485 interface  (Option)
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