
MMODEL: MP-F4(BUILT-IN TRANSDUCER)

TMC / TPI KOREA

FEATURES

SPECIFICATION

MICROPROCESSOR DIGITAL FREQUENCY METER

ORDERING MODEL MAKE UP

Accuracy 
Display
Sampling Time

Display range       
Over range Indication
Polarity lndication
Parameters Setting
Back Up Memor
Alarm Action
Alarm 
Run Delay TimeRelay Contact
Analog Output Resolution
Output Resolution Time
OutputAnaloge 
Output   

±0.03 %F.S.
RED LED,0.8" (20.3mm)H10 
cycles/sec:>10Hz
f  cycles/sec:<10Hz
0 99999
doFL/ioFL 
Automatic with "-" indication
Push buttons
EEPROM"   
" (Hi) on or " <(Lo)on ”
0~99 sec
AC 277V/7A;DC 30V/7A
15bit
<250 msec (0~90%) 
Rs485 Modbus RTU mode 
Volt. Output: <10V(1K ∞)    
Amp. Output: <20mA(0 500Ω)

Temperature coefficient
Baudrate
Measuring mode
Dielectic strength

100ppm/?(0 60?)
38400/19200/9600/4800bps
transducer type
AC 1.5 KV/ 1 min
(input to power terminals)

Operating temperature 
Operating humidity 
Storage temperature
Storage humidity
Aux.power source

0 60
20 to 90% RH
-10 70
20 to 90% RH
AC/DC 100  240
DC 12/24/48V

Power consumption 8.5VA (all functions output)
Weight(about) 1P2W    566g

3P3W    598g
3P4W    640g
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THE OUTSIDE DIMENSION
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Input Signal Frequency Aux.power Analoge Output RS 485

ACCURACY: ±0.03%F.S.
Measuning AC Frequency/DC Pulse/Magnetic;
Input frequency:0.001Hz~100KHz
High brightness 0.8"LED display:0~99999;decimal point selectable
Line-Speed/RPM/Frequency selectable;Line unit:M,Ft,Y/min selectable
RPM pulse input programmable:1~99999
2~4alarms progammable(Hi or Lo)/Analog output(15 bit resolution)
RS485 communication optional(The above option can exist together) 
High stability,non-flammable case (PC),high safety
CE approval  
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Relay Setting Function
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EXC+ I /P GND
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20 21 22

+- +-
RS-485 A/OA C B

AL1
A C B

AL2

AC/ DC
100~240V

(+) (-)

 2Alarms Output
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NPN(5V)
NPN(12V)
PNP(5V)
PNP(12V)
Contact

AC2~60V
AC60~600V

Pick-up 50mv~1.5V
Pick-up 500mv~1.5V
DC 24Vp OPTION5
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Dimension

Panel Cut-Out


